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Weathermate
Housewrap - Plus

Weathermate
Flexible Flashing

Weathermate
Construction Tape

Weathermate
Straight Flashing

Weathermate
Sill Pan

GREAT STUFF Pro 
Window & Door

Weathermate
Door Pan
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• Pick a starting 
point about 36”
from a corner 

• Tip:  chalk a level 
line around the 
building to guide 
the top edge of the 
housewrap

• Overlap foundation 
by at least 1” with 
printed side out
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• Keep the top of the 
roll even with the 
chalk line

• Fasten with 1”
diameter plastic cap 
nails, spaced 16” in 
each direction

• Staples may be 
used, spaced 12” in 
each direction
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• Tuck inside corners 
using a flat edge i.e. 
1”x4” board 

• Fasten housewrap to 
keep in place
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• Wrap over window 
and door openings 

• Overlap all vertical 
seams at least 6”

• Tip:  do not fasten 
housewrap about 
12” above door and 
window openings to 
allow flap to be cut 
above window (see 
steps 7 and 8)
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• Chalk a horizontal line 
that provides a 6”
overlap

• Wrap the second course 
by overlapping the first 
course 6”

• Install same as first 
course

• Repeat until walls are 
completely wrapped
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• As a best practice, 
tape seams with 
Weathermate
Construction Tape

• Note:  tape must be 
installed in 
temperatures from 
150 to 1200F
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• Cut out window openings as 
illustrated by the dashed 
lines 

• Make the top two angled 
cuts about 8-10 inches long
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• Wrap flaps back into 
the opening and fasten

• Trim excess
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• Fold 
housewrap
flap up and 
secure with 
tape
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• Cut out window 
openings as illustrated 
by the dashed lines 

• Make the vertical cuts on 
each side about 6-8 
inches above the top of 
the window
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• Wrap flaps back into 
the opening and fasten

• Trim excess
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• Fold 
housewrap
flap up and 
secure with 
tape
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• Cut a modified “I ”
pattern as  
illustrated by the 
dashed lines  

• Make the top two 
angled cuts about 
8-10 inches long
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• Fold housewrap
flap up and 
secure with tape
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• Wrap flaps back into 
the opening and 
fasten

• Trim excess
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• Use one of the three 
options to prepare the 
window sill before 
flashing the rough 
window opening

• 1st option:  a piece of 
wood bevel siding can 
be nailed over the sill

• 2nd option:  a strip of 
wood can be nailed at 
the back of the sill

• 3rd option:  (not shown)  
Before attaching 
Weathermate Flexible 
Flashing to the sill, 
create a backdam by 
folding 3/8” to 3/4” of 
the back edge of the 
flexible flashing so it 
bonds to itself



03/05/08 V.1.0 Property of The Dow Chemical Company 22

���������$�����	������������$�����	������������$�����	������������$�����	������������$�����	������������$�����	������������$�����	������������$�����	��� ���������������������������������������� ���������������������������������������������������������������������������������������� ��� ���� � ��
�����
�����
�����
�����
�����
�����
�����
���
���
��)�������������7�!����������$���	�$��������
��)�������������7�!����������$���	�$��������
��)�������������7�!����������$���	�$��������
��)�������������7�!����������$���	�$��������
��)�������������7�!����������$���	�$��������
��)�������������7�!����������$���	�$��������
��)�������������7�!����������$���	�$��������
��)�������������7�!����������$���	�$�����
8	��)���	��	����������
�����	�����������$�����$���� ����
��8	��)���	��	����������
�����	�����������$�����$���� ����
��8	��)���	��	����������
�����	�����������$�����$���� ����
��8	��)���	��	����������
�����	�����������$�����$���� ����
��8	��)���	��	����������
�����	�����������$�����$���� ����
��8	��)���	��	����������
�����	�����������$�����$���� ����
��8	��)���	��	����������
�����	�����������$�����$���� ����
��8	��)���	��	����������
�����	�����������$�����$���� ����
��

• Cut a piece of  6”
Weathermate
Flexible flashing 1’
longer than the width 
of the opening

• Position the flashing 
along the bottom and 
6” up side jambs

• Press firmly, working 
from the center to the 
corners and up the 
side jambs removing 
air pockets as you 
work

• Secure outer edges 
of flashing with 
plastic cap nails to 
hold in place
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• Install Weathermate
Sill Pan along sill of 
rough opening 

• Left and right piece 
of sill pan must have 
a 2” minimum 
overlap

• Note:  If shims are 
necessary when 
installing the window, 
place them under the 
sill pan
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• Nail or staple sill pan 
once on each half at 
the “X”

• Seal overlap seam 
and top edge of 
corner pieces with 4”
Weathermate
Straight Flashing
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• Apply sealant to 
backside of window 
flange if required by 
window manufacturer

• Tip:  3/8” bead must 
cover the flange 
nailing holes

• Install window 
according to 
manufacturer 
recommendations

• Tip:  center the 
window in the rough 
opening to simplify 
foam sealing of 
interior perimeter

• Install drip cap per 
manufacturer’s 
instructions if 
applicable
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• Apply 4”
Weathermate
Straight Flashing 
over the side 
window flanges 

• Apply 4”
Weathermate
Straight Flashing 
over the top 
window flange and 
the drip cap (if 
applicable) 
extending past the 
side flashings 
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• Fold housewrap
flap down and 
secure with 
Weathermate
Construction 
Tape
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• Use one of the three 
options to prepare the 
window sill before 
flashing the rough 
window opening

• 1st option:  a piece of 
wood bevel siding can 
be nailed over the sill

• 2nd option:  a strip of 
wood can be nailed at 
the back of the sill

• 3rd option:  (not shown)  
Before attaching 
Weathermate Flexible 
Flashing to the sill, 
create a backdam by 
folding 3/8” to 3/4” of 
the back edge of the 
flexible flashing so it 
bonds to itself
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• Cut a piece of  6”
Weathermate
Flexible flashing 1’
longer than the width 
of the opening 

• Position the flashing 
along the bottom and 
6” up side jambs

• Press firmly, working 
from the center to the 
corners and up the 
side jambs removing 
air pockets as you 
work

• Secure outer edges 
of flashing with 
plastic cap nails to 
hold in place
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• Install Weathermate
Sill Pan along sill of 
rough opening  

• Left and right piece 
of sill pan must have 
a 2” minimum 
overlap

• Note:  If shims are 
necessary when 
installing the window, 
place them under 
Weathermate Sill 
Pan
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• Seal overlap seam 
and top edge of 
corner pieces with 
4” Weathermate
Straight Flashing 

• Nail or staple sill 
pan once on each 
side;   an “X”
molded into the  sill 
pan marks this 
spot on each half 
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• Apply sealant to 
backside of window 
flange if required by 
window manufacturer

• Tip:  3/8” bead must 
cover the flange 
nailing holes

• Install window plumb, 
level and square, 
according to 
manufacturer 
recommendations
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• Apply 4” Weathermate
Straight flashing along 
window jambs over window 
flange

• Cut a piece of 6”
Weathermate Flexible 
flashing 1’ longer than the 
arc length of the window 
head

• Install along the head arch 
overlapping the window 
flange

• Form the tape by stretching 
the outside edge only.  Avoid 
stretching the inside edge of 
the flashing. 

• Overlap jamb flashing by at 
least 6”

• If needed for additional 
adhesion, secure outer 
edges of flexible flashing with 
a minimal number of plastic 
cap nails to hold in place
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• Fold housewrap flap 
down and secure 
with Weathermate
Construction Tape
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• Apply lengths of 9”
Weathermate Straight 
Flashing in shingled 
fashion down to the 
concrete block as 
shown

• Overlap flashing a 
minimum of 2”
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• Cut a piece of  6”
Weathermate
Flexible flashing 1’
longer than the width 
of the opening 

• Position the flashing 
along the bottom and 
6” up side jambs

• Press firmly, working 
from the center to the 
corners and up the 
side jambs removing 
air pockets as you 
work

• Secure outer edges 
of flashing with 
plastic cap nails to 
hold in place
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• Fold housewrap flap 
up and tape 

• Install Weathermate
Door Pan along 
base of door 
opening 

• Left and right piece 
of door pan must 
have a 2” minimum 
overlap
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• Nail or staple door pan 
once on each side;   
an “X” molded into the 
door pan marks this 
spot on each half 

• Seal overlap seam 
and top edge of corner 
pieces with 4”
Weathermate Straight 
Flashing
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• Apply sealant 
according to door 
manufacturer’s 
instructions
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• Apply sealant on the 
backside of the door 
flange if required by 
door manufacturer

• Note:  The flange is 
not shown in this 
picture.  Attach 
flange according to 
door manufacturer’s 
instructions.

• Install door plumb, 
level and square, 
according to door 
manufacturer’s 
instructions

• Install drip cap per 
manufacturer’s 
instructions if 
applicable
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• Apply 4”
Weathermate
Straight flashing 
along door jambs 
overlapping door 
flange 

• Apply flashing along 
the head overlapping 
the door flange and 
the drip cap (if 
applicable) and 
extending past the 
jamb flashings
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• Fold housewrap flap 
down and secure 
with Weathermate
Construction Tape
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• Cut housewrap as 
shown

• Fold the housewrap
flap up and tape 

• Adhere 6”
Weathermate
Flexible Flashing to 
the underside of the 
pipe and overlap the 
housewrap as shown 

• Secure the bottom of 
the flashing with 
Weathermate
Construction Tape
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• Adhere 6” Weathermate
Flexible Flashing to the 
top side of the pipe and 
overlap the 1st piece of 
flashing as shown
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• Fold housewrap flap 
down 

• Tape seams with 
Weathermate
Construction Tape
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• Cut housewrap as 
shown

• Adhere 6”
Weathermate Flexible 
Flashing in a “U”
shape around and into 
the opening
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• Apply sealant to 
the sides and top 
of flange

• Install pipe and 
press flange into 
sealant bead
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• Overlap flange with 4”
Weathermate Straight 
Flashing on right and 
left side

• Apply 4” Weathermate
Straight Flashing on 
top side 
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• Fold housewrap flap 
down

• Tape seams with 
Weathermate
Construction Tape
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• Insert Great Stuff Pro 
Window and Door 
nozzle into the gap to 
fill the width of the gap 
to a depth of about 1”
(Do not fill entire 
cavity depth)

• Apply sealant to all  4 
sides of a window 
opening 

• Trim away excess with 
a sharp knife after 
foam is fully cured

• Tip:  Apply Great Stuff 
Pro Window and Door 
Sealant between 400F 
and 1000F
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• Insert Great Stuff Pro 
Window and Door 
nozzle into the gap to 
fill the width of the gap 
to a depth of about 1”
(Do not fill entire 
cavity depth)

• Apply sealant to all  4 
sides of a window 
opening 

• Trim away excess with 
a sharp knife after 
foam is fully cured

• Tip:  Apply Great Stuff 
Pro Window and Door 
Sealant between 400F 
and 1000F
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• Insert Great Stuff Pro 
Window and Door 
nozzle into the gap to 
fill the width of the gap 
to a depth of about 1”
(Do not fill entire 
cavity depth)

• Apply sealant to 3 
sides of a door 
opening 

• Trim away excess with 
a sharp knife after 
foam is fully cured

• Tip:  Apply Great Stuff 
Pro Window and Door 
Sealant between 400F 
and 1000F
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Disclaimer:
NOTICE: No freedom from any patent owned by Dow or others is to be inferred. Because use conditions and applicable laws may differ from one location 

to another and may change with time, Customer is responsible for determining whether products and the information in this document are 
appropriate for Customer’s use and for ensuring that Customer’s workplace and disposal practices are in compliance with applicable laws and other 
government enactments. Dow assumes no obligation or liability for the information in this document. NO EXPRESS WARRANTIES ARE GIVEN 
EXCEPT FOR ANY APPLICABLE WRITTEN WARRANTIES SPECIFICALLY PROVIDED BY DOW. ALL IMPLIED WARRANTIES INCLUDING 
THOSE OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE EXPRRESSLY EXCLUDED.

GREAT STUFF PRO™ products contain isocyanates that require the use of gloves, safety glasses and adequate ventilation or respiratory protection. 
Please read the warnings and instructions on the can and the Material Safety Data Sheet carefully before using.

WEATHERMATE™ Sill Pan works best when the sill is sloped to the exterior.
Building and/or construction practices unrelated to building materials could greatly affect moisture and the potential for mold formation. No material 

supplier including Dow can give assurance that mold will not develop in any specific system.
Contact Information:
THE DOW CHEMICAL COMPANY
Dow Building Solutions • 200 Larkin • Midland, MI 48674
FOR TECHNICAL INFORMATION: 1-866-583-BLUE (2583)
FOR SALES INFORMATION: 1-800-232-2436
The WEATHERMATE Advantage!
DOW CHEMICAL CANADA INC.
Dow Building Solutions • Suite 2100 • 450 – 1st St. SW • Calgary, AB T2P 5H1
FOR TECHNICAL INFORMATION: 1-866-583-BLUE (2583) (English); 1-800-363-6210 (French)
FOR SALES INFORMATION: 1-800-232-2436 (English); 1-800-565-1255 (French)
www.weathermate.com
Brand Footnote:
®™Trademark of The Dow Chemical Company (“Dow”) or an affiliated company of Dow


